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(57) Abstract: The invention relates to a turbine blade (10, 
11), comprising a blade cavity, a rotor- side (9) and a stator- 
side end (7), an attack (13) and a trailing edge (14), an inlet 
(22) and a pressure side (21), embodied for use relative to a 
general flow direction (4), whereby the rotor blade (10, 11) 
has a negative sweep at the rotor-side (9) and the stator-side 
end (9) thereof, in the direction of flow (4) and the turbine 
blade (10, 11) is inclined away from the pressure side (21) in 
a radial direction (34) with relation to the flow direction (4) 
at the rotor- side (9) and the stator-side end (7) thereof. 

(57) Zusammenfassung: Die Erfindung betrifft eine Turbi- 
nenschaufel (10, 11), die eine Schaufelhohe, ein rotorseiti- 
ges (9) und ein statorseitiges Ende (7), eine An- (13) und Ab- 
stromkante (14) und eine Saug- (22) und Druckseite (21) auf- 
weist und zur Anwendung relativ zu einer allgemeinen Stro- 
mungsrichtung (4) ausgebildet ist, wobei die Turbinenschau- 
fel (10, 11) in der Stromungsrichtung (4) an ihrem rotorsei- 
tigen Ende (9) und an ihrem statorseitigen Ende (7) negativ 
gepfeilt ist und die Turbinenschaufel (10, 11) in einer in Be- 
zug auf die StrSmungsrichtung (4) radialen Richtung (34) an 
ihrem rotorseitigen Ende (9) und an ihrem statorseitigen Ende 
(7) gegen die Druckseite (21) geneigt ist. 
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